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@ PROJECT LOCATION: LOCATED AT THE INTERSECTION OF SOUTH WINOOSKI AVENUE AND HOWARD © Copyright 2019 Dubois & King Inc.
A RIARN STREET IN BURLINGTON, VERMONT. PROFESSIONAL SEAL
PROJECT DESCRIPTION: WORK TO BE PERFORMED UNDER THIS CONTRACT INCLUDES THE DEMOLITION
OF EXISTING SIDEWALK, CURB, AND PAVEMENT MARKINGS, THE 3 NEW HAMPSHIRE ISSUED EOR
CONSTRUCTION OF CURB EXTENSIONS (BULB—OUTS) WITH NEW CONCRETE 5
SIDEWALKS, AND THE RELOCATION OF CROSSWALKS AND SIGNS. § WNDHAM CONSTRUCTION
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’ APPROVED DATE
DATUM CONSTRUCTION IS TO BE CARRIED ON IN ACCORDANCE WITH THESE PLANS AND THE 2018 SROJECT NAME -
VERTICAL  + NAVD 86 (GEOID 12A VTRANS STANDARD SPECIFICATIONS FOR CONSTRUCTION. AS APPROVED OF BY THE FEDERAL . GlOl
' ( ) HIGHWAY ADMINISTRATION, INCLUDING ALL SUBSEQUENT REVISIONS AND SUCH REVISED PROJECT NUMBER :
HORIZONTAL : NAD 83 (2011) EPOCH 2010.0 SPECIFICATIONS AND SPECIAL PROVISIONS ARE INCORPORATED IN THE CONTRACT DOCUMENTS.




GENERAL NOTES:

1.

10.

11.

12.

13.

14.

15.

16.

17.

ALL CONSTRUCTION ACTIVITIES SHALL BE IN ACCORDANCE WITH THE VERMONT AGENCY OF
TRANSPORTATION’S (VTRANS) STANDARD SPECIFICATIONS FOR CONSTRUCTION, 2018 EDITION, LATEST
REVISIONS; VTRANS’ STANDARD DRAWINGS FOR CONSTRUCTION.

THE CONTRACTOR SHALL NOT DISRUPT ANY EXISTING UTILITY SERVICE (PRIVATE OR PUBLIC) WITHOUT
WRITTEN AUTHORIZATION FROM THE CITY OF BURLINGTON AND/OR UTILITY COMPANY.

SURFACE FEATURES SUCH AS SIGNS, FENCES, MAIL BOXES, PROPERTY CORNER MARKERS, ETC.,
ENCOUNTERED IN THE CONSTRUCTION OF THE PROJECT SHALL BE TAKEN DOWN, STORED AND RESET BY
THE CONTRACTOR UNLESS OTHERWISE NOTED ON THE PLANS. THE COST OF REMOVING AND RESETTING
ITEMS SHALL BE INCIDENTAL TO THE CONTRACT.

ALL UTILITY POLES ARE TO REMAIN UNDISTURBED UNLESS OTHERWISE NOTED IN THESE PLANS. REMOVAL
OF UTILITY POLES WILL BE DONE BY OTHERS.

SUBSURFACE FEATURES SUCH AS ELECTRIC AND COMMUNICATION LINES, WATER LINES, SEWER LINES,
STORM DRAIN AND CULVERTS, ETC., ENCOUNTERED IN THE CONSTRUCTION OF THE PROJECT SHALL BE
PROTECTED, SUPPORTED, OR REMOVED AND REPLACED BY THE CONTRACTOR UNLESS OTHERWISE NOTED
ON THE PLANS. WATER GATE BOXES AND SERVICE BOXES SHALL BE ADJUSTED TO FINAL GRADE. THE
CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES AND/OR HIGHWAY DEPARTMENTS WHEN THE WORK
INVOLVES THEIR RESPECTIVE FACILITIES.

THE CONTRACTOR SHALL CONTACT THE CITY OF BURLINGTON WATER AND SEWER DEPARTMENT, THE CITY
OF BURLINGTON EXCAVATION INSPECTOR, "DIG SAFE” [1—888-DIG—SAFE (1—888-344—7233)] AND ALL
AFFECTED UTILITY COMPANIES PRIOR TO PERFORMING ANY EXCAVATION, IN ACCORDANCE WITH DIG SAFE'S
RULES OF NOTIFICATION. THE COST OF COORDINATING WITH DIG SAFE AND THE UTILITY COMPANIES
SHALL BE INCIDENTAL TO ITEM 635.11, "MOBILIZATION/DEMOBILIZATION".

ANY SURFACE OR SUBSURFACE FEATURES DAMAGED BY THE CONTRACTOR DURING CONSTRUCTION SHALL
BE RESTORED TO A CONDITION AT LEAST EQUAL TO THAT IN WHICH THEY WERE FOUND IMMEDIATELY
PRIOR TO THE BEGINNING OF CONSTRUCTION. ALL COSTS ASSOCIATED WITH THE RESTORATION SHALL BE
AT THE CONTRACTORS SOLE EXPENSE.

TOPOGRAPHIC SURVEY WAS PERFORMED IN SOME AREAS BY DUBOIS & KING, INC., COMPLETED IN
MARCH, 2019. REMAINING EXISTING CONDITIONS ARE APPROXIMATE AND ARE BASED OFF OF DIGITIZED
ORTHOPHOTOS. DUBOIS & KING, INC. INCLUDES THIS INFORMATION WITHOUT WARRANTING ITS ACCURACY
IN ANY WAY. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL DIMENSIONS, UTILITIES, AND
CONFLICTS PRIOR TO CONSTRUCTION AND SHALL NOTIFY THE OWNER IN WRITING OF ANY DISCREPANCIES
OR CONFLICTS INTERFERING WITH THE PROPOSED CONSTRUCTION AND APPROPRIATE REMEDIAL ACTION
SHALL BE DETERMINED AND AGREED UPON BY THE OWNER OR OWNER'S REPRESENTATIVE BEFORE
PROCEEDING WITH WORK.

ALL DIMENSIONS ARE HORIZONTAL AND VERTICAL, AND ARE GIVEN AT 68 DEGREES FAHRENHEIT, UNLESS
NOTED OTHERWISE.

RESTORATION OF DISTURBED AREAS: RESTORE DISTURBED AREAS WITH 4" OF TOPSOIL, SEED AND
MULCH, UNLESS THE RESIDENT ENGINEER DIRECTS THE USE OF SUITABLE EXCAVATED MATERIAL.

THIS PROJECT SHALL BE CONSTRUCTED IN COMPLIANCE WITH THE AMERICANS WITH DISABILITIES ACT.

ALL SIGNAGE AND STRIPING SHALL CONFORM TO THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES
(MUTCD) 2009 EDITION AND ITS LATEST REVISIONS.

REMOVAL OF EXISTING SIDEWALK AND PAVEMENT SHALL BE INCLUDED IN ITEM 203.15 COMMON
EXCAVATION.

WHERE CONNECTIONS TO EXISTING DRAINAGE OR SANITARY STRUCTURES ARE REQUIRED, CUT NEATLY
WITHOUT PERCUSSION INTO THE EXISTING STRUCTURE. THE MAXIMUM SIZE OF THE OPENING SHALL NOT
EXCEED THE PIPE'S OUTER DIAMETER PLUS 3 INCHES. CONNECT THE NEW PIPE AND SEAL AROUND IT
WITH CEMENT MORTAR.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING FIELD MEASUREMENTS OF ALL EXISTING
CONDITIONS AFFECTING THE WORK. ANY DISCREPANCIES IN DIMENSIONS, CHARACTER OR EXTENT OF
EXISTING FEATURE SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE ADVANCING THE
WORK. SHOP DRAWINGS REQUIRED FOR VARIOUS ITEMS OF THE WORK SHALL INDICATED THE ACTUAL
FIELD MEASUREMENTS BY THE CONTRACTOR PRIOR TO SUBMITTAL FOR THE ENGINEER'S APPROVAL AND
SHALL BE SO NOTED.

AN ON-SITE PRE—CONSTRUCTION MEETING SHALL BE HELD PRIOR TO ANY CONSTRUCTION ACTIVITY WITH
THE CONTRACTOR, RESIDENT ENGINEER, CITY MANAGER AND AFFECTED LANDOWNERS IN ATTENDANCE.

ALL SIGNAGE AND STRIPING SHALL CONFORM TO THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES
(MUTCD) 2009 EDITION AND ITS LATEST REVISIONS.

VAOT STANDARDS:

STANDARD

C-3A
C-3B
C-10

D-11
D-13
D-15
D-16

E-121
E-191
E-192
E-193

T-1
-2
T-10
T-28
T-29
T-45

DESCRIPTION

SIDEWALK RAMPS
SIDEWALK RAMPS AND MEDIAN ISLANDS
CURBING

STEEL OR IRON GRATES & COVERS (TYPE A)

CONCRETE CATCH BASIN

PRECAST REINF. CONC. MH—GRATES, CAST IRON GRATE WITH FRAME, TYPE D & E

DRAINAGE DETAILS, INCLUDING DROP INLETS, IRON GRATE TYPE B&C, CONC END SECTIONS, ETC.

STANDARD SIGN PLACEMENT — CONVENTIONAL ROAD
PAVEMENT MARKING DETAILS
PAVEMENT MARKING DETAILS
PAVEMENT MARKING DETAILS

TRAFFIC CONTROL GENERAL NOTES

TRAFFIC SIGNS GENERAL NOTES

CONVENTIONS ROADS CONSTRUCTION APPROACH SIGNING
CONSTRUCTION SIGN DETAILS

CONSTRUCTION SIGN DETAILS

SQUARE TUBE SIGN POST AND ANCHOR

REVISION

3—10-2008
3—10-2008
2—-11-2008

6—1-1994
1-3-2000
6—1-1994
3—-3-2003

8—-8-1995
2—-1-1999
10-12-2000
8—18-1995

4—-25-2016
4—-25-2016
8—-6-2012
8—-6-2012
8—-6-2012
1-2-2013
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